
BRIGHT IDEAS. GREAT POWER.

Virgolite• the first «Contactless LED Modules»
An Induction LED Technology

SIMPLICITY  |  EFFICIENCY  |  RELIABILITY  |  SUPERIOR QUALITY
A premium LED system for the most demanding sign makers...

TM



UNIQUE DESIGN
Patent-pending Contactless technology 

THE CONTACTLESS LED SYSTEM IS:
LED Master Power Supply
LED Contactless Modules Series
* Option : Dimmer 

CONTACTLESS?
Means one single stranded wire transmitting the en-
ergy by electromagnetic induction without making 
any physical contact of any sort between the power 
supply and the LED modules. 

MAIN APPLICATIONS
Signage 
Architectural
Commercial
Horticulture
Medical
Nautical and marine
Refrigeration
Road signs 

BENEFITS FEATURES

EFFICIENT High energy conversion ef®ciency: converts nearly  
 100% of the energy into light

BRIGHT Proven unmatched luminous ef®cacy (lumens/watt)
 Uniform light illumination

FLEXIBLE Slidable

SAFE Corrosion free
 No LED overheating
 No overload shutdown possible
 Water-resistant
 Polarity free

SIMPLE Extended series with various size,  
 brightness and colors

 Adaptable to a wide variety of  
 environments and applications

 Easy-to-install: quick-connect basis

VERSATILE Mixing of multiple LED colors, size and voltage  
 mixing on the same power supply and wire

 Modular system

 RELIABLE Performs even in poor weather conditions
 Sturdy and secure against vibration & impact
 Top-class quality components
 Design: electrolytic capacitor free LED driver
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* Standard  
14 AWG  

stranded wire

AC Current

* Single stranded wire  
passes through  
a magnetic coil
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Predetermined pitch  
for long-lasting  

uniform illumination

Potted to protect components 
from moisture and dust

Pre-punched hole for easy mounting 

Contactless from one 
side to the other

120! beam angle
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�&�#�� Fix quick 
connect bottom 
basis

�(�#����Clip  
LED module

High-bound double-sided tape

�'�#����Run single stranded  
wire through Virgolite TM 
LED module
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VIRGOLITETM  COMPARABLE LENGTH NUMBER OF  MAX. NUMBER OF MODULES (1) 
SERIES TO  LEDS PER LMPS-350/LMPS-750 POWER SUPPLIES

   /MODULE  /FOOT RED  BLUE  WHITE  GREEN  AMBER

Econo-Brite TM 15-mA Neon
 3º  2  8  175 / 375  117 / 250  117 / 250  117 / 250  175 / 375 

  6º  3  6  117 / 250  88 / 188  88 / 188  88 / 188  117 / 250

  2.6º (2)  2  8-10  175 / 375  117 / 250  117 / 250  117 / 250  175 / 375 

Equi-Brite TM  30-mA Neon 3º  4  16  88 / 188  70 / 150  70 / 150  70 / 150  88 / 188 

  6º  6  12  70 / 150  50 / 107  50 / 107  50 / 107  70 / 150

Mega-Brite TM 60-mA Neon
 3º  6  24  70 / 150  50 / 107  50 / 107  50 / 107  70 / 150 

  6º  12  24  32 / 68  23 / 50  23 / 50  23 / 50  32 / 68

(1)  No extra wire included. The total number of LED modules might be less if long footage of wire is used.
(2)  The Mini VirgoliteTM module measures 2.6 inch. If necessary, the small soft plastic tongue can b e easily detached  

to shorten the strip to a length of 2.3º.

Warning: The VirgoliteTM modules must be powered  
by Heico Lighting TM's LMPS power supplies only.
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VIRGOLITETM SYSTEM
Achieves more than 90% ef®ciency / +- 45% more ef®cient than standard LED systems (Lumens/watt)

STANDARD LED SYSTEMS
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CHARACTERISTICS  LMPS-350 LMPS-DC350

 

Input Voltage  120VAC +- 10%, 60Hz 21-29 VDC

Input Max. Current  (full load) 0.8A 0.45A 1.68A

Output Voltage 17 VAC 10 VAC 10 VAC

Dimensions 305 mm x 61 mm x 42 mm 173 mm x 86 mm x 45 mm 138 mm x 54 mm x 37.8 mm 

 (12'' x 2.4'' x 1.65'') (6.8'' x 3.4'' x 1.75'') ( 2.12'' x 5.43'' x 1.5'')

Loads Capacity 75 watts 35 watts 35 watts

Listing USA/Canada   UL-Listed E310128    

Power Factor High Power Factor (HPF> 90%)  

Operating Temperature  -40!F to +122!F (-40!C to +50!C)  
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ELECTROLYTIC CAPACITOR 

FREE LED DRIVER


